CONCRETE GROUT:
1. GROUT FOR THE SHORING/LETTING MINI-CAISSONS SHALL BE A 4,200 PSI MIX. MIX SHALL BE SITE MANUFACTURED AT 3.5 GALLONS OF WATER PER 1 BAG (34 LB.) OF TYPE III or IV CEMENT WITH 8 OZ. OF FIBERS UNLESS 1000 SUPER-HYDRATE CASE, IF SPECIFIED.
2. GROUT AND ITS TESTING (BY OTHERS) IS NOT SUBJECT TO CONTROLLED INSPECTION FOR NYC BUILDING CODES, AS IT IS FOR TEMPORARY SHORING. FOR URM'S, THEY SHALL DETERMINE TESTING REQUIREMENTS PRIOR TO POURING.

INSTALLATION NOTES:
1. ALL TEMPORARY SHORING/LETING MINI-CAISSONS SHALL BE INSTALLED IN LOCATIONS AS Shown on Plan.
2. REMOVE EXISTING COLLAR SLAB AND EXCAVATE TO FIRST 20' X 40' FEET.
3. SET UP DRILL, EQUIPMENT ON PROPER LOCATION AND PLUMB THE MAST.
4. INSTALL DOWN THE HOLE HAMMER.
5. DRILL HOLE THROUGH ROCK TO DEPTH SHOWN IN DETAILS.
6. REMOVE HAMMER AND INNER RODS AND Drill HOLE CLEAN.
8. TRENCH PUMP GROUT THROUGH UNILIT OUR GOOD GROUT FLOWS OUT THE TOP OF THE CASING. MAKE SURE THAT GROUT ALSO FLOWS THE ANNULUS AROUND THE CASING.