SITE SAFETY PLAN FOR DEMOLITION OPERATIONS AT
270 PARK AVE, MANHATTAN, NY

PHASE 1:

PHASE 1.1 JOB NO. (SEE BELOW)
NON-STRUCTURAL INTERIOR DEMOLITION (FLOORS 15 TO 28).

PHASE 1.2 JOB NO. 123377782
NON-STRUCTURAL INTERIOR DEMOLITION FOR REMOVAL OF FLOORS IN TOWER AND PODIUM BUILDINGS.

PHASE 2:

PHASE 2.1 JOB NO. 121204703
DESTRUCTION AND REMOVAL OF CONCRETE PLANTERS AND CANOPY AT SOUTH BREEZEWAY AND REMOVAL OF MECHANICAL EQUIPMENT FROM HUNG CEILING (INTERSTITIAL SPACE).

PHASE 2.2 JOB NO. 121204785
DESTRUCTION AND REMOVAL OF CONCRETE PLANTER AND CANOPY AT THE NORTH BREEZEWAY ON 4TH STREET.

PHASE 2.3 JOB NO. (SEE BELOW)
INSTALLATION OF NEEDLE BEAM, 300 PSF PLATFORM AND SCAFFOLD.

PHASE 2.4 JOB NO. 123656640
REMOVAL OF MECHANICAL EQUIPMENT AT TOWER ROOF, PODIUM ROOF, MECHANICAL FLOORS AT 52, 51, 35, 34, 13, 12, 11, CELLAR AND SUB-CELLARS 1 TO 3.

PHASE 2.5 JOB NO. (SEE BELOW)
INSTALLATION OF CRANE TIES.

PHASE 3:

PHASE 3.1 JOB NO. 140939992
REMOVAL OF MECHANICAL EQUIPMENT AT TOWER ROOF, PODIUM ROOF, MECHANICAL FLOORS AT 52, 51, 35, 34, 13, 12, 11, CELLAR AND SUB-CELLARS 1 TO 3.

PHASE 3.2 JOB NO. 123377782
REMOVAL OF MECHANICAL EQUIPMENT FROM HUNG CEILING (INTERSTITIAL SPACE).

PHASE 3.3 JOB NO. 121204703
REMOVAL OF MECHANICAL EQUIPMENT AT TOWER ROOF, PODIUM ROOF.

PHASE 3.4 JOB NO. 121204785
GLASS REMOVAL ON ALL SIDES OF THE TOWER AT THE 2ND AND 1ST FLOORS.

PHASE 3.5 JOB NO. (SEE BELOW)
OVERLAPPING DEMOLITION AND FOUNDATION WORK OPERATIONS.

PHASE 3.1
REMOVAL OF MECHANICAL EQUIPMENT AT THE 1ST AND 2ND FLOORS.

PHASE 3.2
OVERLAPPING DEMOLITION AND FOUNDATION WORK OPERATIONS.

PHASE 3.3
INSTALLATION OF NEEDLE BEAM, 300 PSF PLATFORM AND SCAFFOLD.

PHASE 3.4
FULL STRUCTURAL DEMOLITION OF 52-STORY TOWER AND 13-STORY PODIUM BUILDING.

PHASE 3.5
SECTION OF STEEL TABLE TOP FOR NEW BUILDING CONSTRUCTION.
SEQUENCE 1:

1. Remove the corner window frames.
2. Remove the corner window frames.
3. Remove the corner window frames.
4. Remove the corner window frames.

SEQUENCE 2:

1. Remove the corner window frames.
2. Remove the corner window frames.
3. Remove the corner window frames.
4. Remove the corner window frames.

SEQUENCE 3:

1. Remove the corner window frames.
2. Remove the corner window frames.
3. Remove the corner window frames.
4. Remove the corner window frames.